
ZRC is happy to inform you that ZRC is safe and appropriate for automotive restoration on the following
components of your automobile:

ENGINE BLOCK
No problem so long as ZRC is applied to a clean, bare metal surface. If the engine block is prepainted, it
must be stripped.

BODY
There is no problem applying ZRC to modern production vehicles (again, so long as ft is on a clean, bare-
metal surface). Be sure the topcoat is 100% acrylic with no alkyd modification.

In the case of antique cars, if a lacquer paint topcoat is insisted upon, an intermediate coat between the ZRC
& topcoat is necessary. As always, first prepare the surface to a clean, bare metal. Then apply ZRC as
directed. Then use a waterborne red primer-sealer (for example IMRON #806). Finally, apply the lacquer
paint.

EXHAUST SYSTEM
ZRC is appropriately used from the catalytic converter back. It is not to be applied to the exhaust mani-
fold which is too hot and will burn off the ZRC.

FRAME WHEEL-WELLS FLOORBOARDS
Just remember the basic premise: apply to CLEAN, BARE METAL surfaces.
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To the best of our knowledge the technical data contained herein is true and accurate at the date of issuance and is subject to change without prior notice. User must contact ZRC WORLDWIDE to verify correctness before specifying or order-
ing. No guarantee of accuracy is given or implied. We guarantee our products to conform to ZRC WORLDWIDE quality control. We assume no responsibility for coverage, performance, or injuries resulting from use. Liability, if any, is limited to
replacement of products. Prices and cost data, if shown, are subject to change without prior notice. NO OTHER WARRANTY OR GUARANTEE OF ANY KIND is made by ZRC WORLDWIDE, EXPRESS OR IMPLIED, STATUTORY, BY OPER-
ATION OF LAW, OR OTHERWISE, INCLUDING MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
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